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Delaware Valley TAPPI Discusses 
Lithography 


About fifty members of the Delaware Valley Sec- 
tion of the Technical Association of the Pulp and 
Paper Industry met at the Engineers Club, Phila- 
delphia, Pa., Friday evening, January 13, 1939. 
C. M. Connor of the Valley Forge Laboratories, 
Conshohocken, Pa., presided as chairman. 

Frederic C. Clark, president of TAPPI, was pres- 
ent and commented on a number of the Association’s 
activities and plans. 

The speaker of the evening was C. G. Weber of 
the National Bureau of Standards, Washington, 
D. C., who discussed “Studies on Paper for Litho- 
graphing”. Hugo H. Hanson, president of W. C. 
Hamilton & Sons, Miquon, Pa., presided during the 
discussion of this paper. Mr. Weber outlined the 
work done in cooperation with the Lithographic 
Technical Foundation. 

Among the comments made by Mr. Weber and 
others present were as follows: The hopeful aim 
of the study has been to get paper to change a mini- 
mum in dimension during printing. This is difficult 
because paper is naturally hygroscopic. To get the 
best printing effect the paper should have a moisture 
content about one half per cent above that which 
is in equilibrium with the humidity in the print shop. 
Careful air conditioning is necessary. 

Mr. Weber cited the care with which paper is 
stored and handled for use in reproducing the Coast 
and Geodedic Survey maps on which 24 colors on 
one side and nine on the other are printed. The paper 
should be wrapped in moisture resistant paper such 
as duplex kraft with asphalt binder. Much progress 
has been made in getting the printers to use the 
sword hygrometer. This has resulted in using paper 


of the proper moisture content for printing. 

Mechanical action such as beating affects sheet 
dimensions but not as much as moisture and hu- 
midity. Paper received cold tends to condense mois- 
ture and have wavy edges. It is diffcult to get rid 
of waves. Paper is usually made too dry. Printers 
can correct for deficiencies in one direction of the 
sheet but not for two. 

In addition to curl due to moisture it is possible 
for paper to have a mechanical deformation pro- 
duced in manufacture. Paper, to produce good print- 
ing results, should have about 7 per cent moisture in 
summer and 5.5 to 6.0 in winter. 

The speaker for the meeting on February 10 will 
be Robert B. Wolf, manager of the Pulp. Division, 
Weyerhaeuser Timber Company, Longview, Wash., 
who will talk on “Recent Developments in Sulphite 
Pulping”. 

Among those present were: S. M. Cooper, R. M. 
Bates, E. J. Albert, J. Carl Schmidt, J. B. Atwater, 
j. D. Davis, R. H. Underdown, Chas. A. Shubert, 
Fred Streicher, Robert E. Smith, H. M. Wilson, E. 
E. Helm, E. H. Koentz, H. Hulmes, E. V. Romaine 
and G. L. Olson, Philadelphia, Pa.; S. G. Briscoe, G. 
L. Schwartz and Samuel M.. Bratton, Wilmington, 
Del.; R. T. Bingham, J. J. Lafferty, E. I. Stokes, 
R. G. Macdonald and Alex. McInnes, Jr., New York 
City; W. P. Richardson, Camden, N. J.; W. E. 
Brow, Manayunk, Pa.; C. G. Weber, Washington, 
D. C.; H. H. Hanson, Miquon, Pa.; Frederic C. 
Clark, Newton, Mass.; James d’A. Clark and F. W. 
Brainerd, Chester, Pa.; C. G. Albert and George J. 
Lane, Metuchen, N. J.; Adolf Shnabel, Lansdowne, 
Pa., and C..M. Connor, Conshohocken, Pa. 





